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CROPLANDS PART NUMBER:    UP-402A 
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Inductive sensor, IME series, IME1 2 , D C 3 -w ire, S ta nda rd series, F lush
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A ccessories

C o n n e c to r, M 1 2 , 4-p in

M o u n tin g  s y s te m s
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IME12

Technical specifications IME12- 02BNO
ZC0S

02BNO
ZW2S

02BNS
ZC0S

02BNS
ZW2S

02BPO
ZC0S

02BPO
ZW2S

02BPS
ZC0S

02BPS
ZW2S

Sensing range Sn 2 mm

Electrical configuration DC3-wire

Supply voltage V s DC 10 ... 30 V

R ipple U pp ≤ 10 %

V oltage drop U d ≤ 2 V 1)

Power consumption ≤ 10 mA 2)

Continuous current Ia ≤ 200 mA

T ime delay before availability tv ≤ 100 ms

H ysteresis H , of sr 5 ... 15 %

R epeatability R ≤ 2 %  (U b and T a constant)3)

T emperature drift, of sr ± 10 %

EMC A ccording to EN 6 09 47-5-2

Switching output NPN

PNP

O utput function Normally closed

Normally open

Installation Flush

Connection type Connector, M12, 4-pin

Cable, PV C, 2 m

Enclosure rating IP 6 74)

Max. switching freq uency 500 H z

Dimensions M12 x 15)

Short-circuit protection
6)

R everse polarity protection

P ower-up pulse suppression

Shock / vibration stress 30 g, 11 ms/10 ... 55 H z , 1 mm

A mbient temperature T a – 20 °C ... + 6 5 °C

H ousing material Brass nick el-plated, plastic

T ightening torq ue 13 Nm

1) A t Ia max
2) Without load

3) Of sr
4) A ccording to EN 6 0529

5) T hread diameter x pitch (mm)
6) (Pulsed)

Reduction factor RM

T he following are reference values, which may vary from type to type:

St37 (Fe) 1

Stainless steal (V 2A ) A pprox. 0.8

A luminum (solid) A pprox. 0.45

Copper (Cu) A pprox. 0.4

O rdering information

Type P art N umb er

IME12-02BNOZC0S 1040743

IME12-02BNOZW2S 1040746

IME12-02BNSZC0S 1040740

IME12-02BNSZW2S 1040742

IME12-02BPOZC0S 1040736

IME12-02BPOZW2S 1040738

IME12-02BPSZC0S 1040732

IME12-02BPSZW2S 1040734




